
Warning!!!!!

Always disconnect the pressure 
washer from the main power supply 
before doing any service or repair 
work.

Pump Service

Tools needed:
-Torx T25
-Phillips screwdriver
-Flat head screwdriver
-6mm Hex key

-Silicone or universal grease.
-LH-M46 or other non detergent oil with similar 
viscosity. 



Remove the T25 Torx screws holding 
the cover and the shaft of the hose 
reel. 

Disconnect the intermediate hose that 
supplies water to the hose reel.



Remove the cover first, then the 
intermediate hose together with the 
hose reel assembly.

Put the screws in a small bowl or 
container to keep track of them. 



Unwind the power cable from the reel 
so you can access two screws placed 
behind the reel



Tilt the machine forward so that the front of 
the machine rests on a horizontal surface.

Remove all the T25 screws (11 in total).

If you have a V6 model you also need to 
remove the 4 hex socket head screws 
marked with yellow arrows.  



Now carefully lift the back cover off the 
machine. 

You may have to release the power 
cord if it is attached to the back cover 
above the power cord reel. 

Make sure to collect all the screws and 
place them together with the other 
screws from previous steps.



Remove the T25 Torx screws holding 
the pump head cover. 
Also remove the screw securing the 
electrical box to the pump.



Now carefully lift the motor/pump 
assembly out of the front cover. 

You may have to release the power 
cord if it is attached to the front cover.

The power switch or the power switch 
extension (marked 1) may fall off, but
this is OK. Just put those aside for now.
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Now remove the pump head cover and 
the power switch and extension.



If you want to completely remove the electrical 
box before service, you will need to remove the 
grounding cable from the back side of the pump 
and the two spade connectors that connects the 
electrical box to the motor.

To remove the electrical 
box, pull it gently in the 
direction as indicated 
by the arrow.



Removal of the pump head, main valve and pump 
housing

Use a 6mm Allen key to loosen and unscrew the 4 
screws holding the pump assembly to the motor 
unit.

Pull the 4 screws from the assembly and put 
them aside. 



Removal of the pump head, main valve and pump 
housing

!Take care when removing the main valve from the 
pump as there is a small spring that is not secured!

With the four screws removed you now have 
access to both the pump head, main valve and 
pump housing. 



Removal of the pump head, main valve and pump 
housing

Start/stop valve

Easy start valve

Main Valve



Removal of the pump head, main valve and pump 
housing

Inlet-valves

Outlet-valves

Water seals



Removal of the piston kit and wobble plate

!When removing the piston kit for service or 
replacement, put the motor/pump in the upright 
position to prevent oil spill!

Use a 6mm Allen key to loosen and unscrew the 4 
screws holding the pump assembly to the motor 
unit.

Pull the 4 screws from the assembly and put them 
aside. 



Removal of the piston kit and wobble plate

!When removing the piston kit for service or 
replacement, put the motor/pump in the upright 
position to prevent oil spill!

To remove the piston housing and pistons, put a slight 
downward pressure and twist the piston housing 20°
counterclockwise.
This will disengage the lock between the oil chamber 
and the piston housing. 

After removing the piston kit, make a visual inspection 
of the oil in the chamber. Replace the oil if:
• Service interval is reached.
• The oil is grayish/white (water may have mixed with 

the oil).
• There is a large amount of sludge in the oil. 
• The oil has a silvery look. (excessive wear. Also 

inspect plungers and bearings.)



Backup Washer
Only for P80

Backup Ring
brass

Oil seal

Removal of the piston kit and wobble plate



Removal of the piston kit and wobble plate

The top thrust bearing can be removed by lifting it out 
of the oil chamber. 
To remove the wobble plate or the secondary thrust 
bearing you need to unscrew the center Allen screw. 
You may have to wiggle the wobble plate a bit for it to 
release from motor axle. 

Make a visual inspection of the two thrust bearings. 
Replace if: 
• You see any damage to the bearings or their 

surfaces.
• The oil has a silvery look. 
• The service interval has been reached. 



Primary thrust 
bearing

Secondary 
thrust bearing

O-ring for oil 
chamber

Wobble plate

Removal of the piston kit and wobble plate



Reassembly of pump

The reassembly of the pump is the same as the 
disassembly just in reverse. 
If you have had all the pump parts off the motor, you 
can preassemble these into one unit. This will make it 
easier to attach them to the oil chamber. 

When tightening the Allen screws remember to cross 
tighten them by the following pattern:

1 3

4 2



To reattach the electrical 
box, apply pressure to get 
the box to snap on to the 
white plug that holds the 
start/stop valve. 
It requires a certain 
amount of force to get it 
properly seated. A secure 
connection between the 
box and valve is obtained 
when a “click” is heard.

Reattach the screw holding 
the box to the pump.
Also remember to reattach 
the grounding cable 
(green/yellow) if this was 
removed.



Now reattach the pump head cover, 
the power switch knob and its 
extension.



Now carefully place the motor/pump 
assembly back into the front cover.  
Make sure that the power switch knob 
(1) aligns correctly with the 
corresponding hole in the front cover.

Reattach the power cord strain reliever 
into its slot (2).
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Fix the pump head cover to the front 
cover using two screws. 
Also check that the screw securing the 
electrical box to the pump is in place.



Now carefully place the back cover 
onto the machine. 

Make sure that the power cable is 
properly placed in the corresponding 
grooves (1).

It may take some adjusting and a few 
tries to get both halves properly 
aligned. 



If you have a V6 model, start by fitting the 4 
hex socket head screws marked with yellow
arrows.  

Make sure that the front and back cabinet is 
properly aligned.
Then reattach all the T25 screws (11 in total) 
as indicated.



Place the machine in the upright 
position. 
Place the hose reel assembly so that 
the holes in the shaft corresponds with 
the protrusions on the back of the 
cabinet.
Press the intermediate hose into its 
groove and fit the hose reel cover.



Secure the hose reel assembly and 
shaft cover by reattaching the T25 Torx 
screws.

Reattach the intermediate hose that 
supply water to the hose reel.
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